
nano_amp	   9.95	  

Discover	  the	  nano	  sounds	  around	  you	  with	  this	  small,	  

ba8ery	  operated	  audio	  amplifier.	  The	  gain	  of	  the	  LM386	  
amplifier	  chip	  is	  internally	  set	  to	  20	  to	  keep	  external	  part	  
count	  low.	  The	  addiCon	  of	  an	  external	  capacitor	  between	  
pins	  1	  and	  8	  will	  increase	  the	  gain	  to	  200.	  

The	  microphone	  (or	  a	  liGle	  speaker)	  is	  connected	  to	  the	  
input	  Vin.	  The	  operaConal	  amplifier	  LM386	  does	  what	  
is	  says,	  it	  amplifies	  if	  it	  is	  operaCng...	  To	  do	  so,	  power	  
from	  the	  baGery	  has	  to	  be	  connected	  to	  the	  +	  (Vs)	  and	  
to	  the	  ground	  (GND).	  The	  capacitor	  on	  pin	  1	  and	  8	  sets	  
the	  amplificaCon	  to	  200	  Cmes	  the	  input	  signal.	  

Assembly	  Plan	  

SchemaCcs	  

Do	  one	  thing	  a	  a	  Cme.	  
StarCng	  with	  the	  amplifier	  
chip	  in	  the	  middle.	  The	  
groove	  on	  the	  chip	  has	  to	  
point	  to	  the	  leS.	  
BaGery-‐clip,	  red	  is	  +,	  black	  
GND	  (to	  the	  outside	  area)	  

Als	  Antenne	  dient	  ein	  35	  cm	  
langer	  Draht.	  Auch	  andere	  
leitende	  Teile	  können	  verwendet	  
werden.	  (Ggf.	  die	  Schaltung	  
durch	  Wahl	  von	  R3	  anpassen)	  

Ok,	  let‘s	  try	  this	  
Go	  for	  some	  soldering	  acCon...	  

More	  info	  on	  www.mechatronicsart.ch/diymakeaway	  


